Plan Udrzby - Maintenance Forecast.

Forecasting by 50 Hrs / 180 Days

MP nr. | LPS-MP2-R22-OK-AEB GO
Aircraft Reg: OK-AEB Current Aircraft Hours: 4262,8 motoru Date: 28.X 25
Aircraft S/N: 2841 Current Engine Hours (TTSO): 600,8 3662,0
AD Number / Type SB/SL/ MMS§ Popis Cetnost Provedeno pfri Platné do Zbyvaijici resurs
Hrs Days Hrs | Date Hrs Date Hrs Days
MOTOR

Lyc SB 480 F Vyména motor.oleje - Drain and replenish engine oil system; Filter Insp. 4 mésice

Lyc S| 1487 Kontrola olejovych trubic - Oil line clearance check 50,0 (+2 4225,7 16.05.25 42757 16.11.25 12,9 19

TCM SB 653 Kontrola uzeméni magnet dle POH - Mag drop check iaw POH mésice)

Lyc SB 366 C PodloZka zaji$téni karburatoru -Carburettor body screw lockwasher cond.insp.

Lyc SI 1080 C Kontrola motorovych komponentU-vzd filtr,baffles, overheat,svicky,t&snost vyfuk,mixture,vicka ventilt

Lyc SI 1129 D Kontrola femene alternatoru - Alternator Belt check 50,0 4225,7 42757 12,9

Lyc SI 1191 A Kontrola tlakt valcu - Cylinder compression check

TCM 636 Zkouska zapalovaci skfifiky - Operational check of ignition switch

CMI SB 643C-A1-5 Kontrola ¢asovani, poklesu, kontaktd ramp, posilovade jisker, tésnéni svicek 100,0 365 42257 16.05.25 43257 16.05.26 62,9 200

o | ws | w |

Tempest IMM 1710A Vymeéna tésnéni svicek 200,0 4112,3 4312,3 49,5

Lyc SB 301 B Kontrola obézného kola vacky - Insp. of valve operating gear 300,0 40315 43315 68,7

EASA 2005-0023R3 Lyc SB 388 C Kontrola vyfukovych venitld - Exhaust valve guide wear insp.

Tempest IMM 1710A Kontrola zapal.svicek 300,0 41747 44747 211,9

Lyc SI 1042 AH Vyména zapal.svicek - spark plug exchange 400,0 3939,0 4339,0 76,2

RTR 060 §6.435 Vyména B771-1 filtru sani - Air induction filter change 500,0 1825 4225,7 16.05.25 47257 15.05.30 462,9 1660

CMI SB 643C C Kontrola magneta - Magneto inspection - T 500,0 1460 4031,5 29.03.22 4531,5 28.03.26 268,7 151

CMISB 643C C Kontrola magneta - Magneto inspection 500,0 1460 4031,5 29.03.22 4531,5 28.03.26 268,7 151

CMI SB 670 - jednorazové Vymeéna blokl rozdélovace - Distributor block replacement - po spinéni neopkaovat 500,0 1460 3662,0 31.05.18

TCM SB 658 Kontrola kola rozdélovace - Mag distributor gear check 500,0 1460 4031,5 14.04.22 4531,5 13.04.26 268,7 167

TCM SB 663 A Kontrola obvodu tachometr.kontaktu - Tach contact wiring check 500,0 1460 4031,5 14.04.22 4531,5 13.04.26 268,7 167
nové AD k provedeni do dalsi udrzby NA NA NA NA
nové SB k provedeni do dalsi udrzby NA NA NA NA




. Cetnost Provedeno pri Platné do Zbyvaijici resurs
AD Number / Type SB/SL/MM§ Popis
Hrs Days Hrs | Date Hrs Date Hrs Days
DRAK
RTR 060 §2.400 100 Hod prohlidka 100,0 42257 43257 62,9
RTR 060 §2.400 Roéni prohlidka (Annual check) 365 16.V 25 16.V 26 200
dle AMP Kompenzace kompasu - Compass Check 365 16.V 25 16.V 26 200
EASA SIB 2019-09, US 14 CFR §91.207 ELT - ro¢ni kontrola a zkouska 365 16.V 25 16.V 26 200
RTR 060 §26-60 Kontrola pod krytkami MRBL - MR blade tip maintenance 100,0 365 42257 16.V 25 43257 16.V 26 62,9 200
RTR 060 §22-41 Promazani loZiska horni femenice - Lubrication-upper sheave bearing 300,0 365 42257 16.V 25 45257 16.V 26 262,9 200
RTR 060 §22-11,§22-21 MR and TR GB chip detectors 500,0 365 42257 16.V 25 47257 16.V 26 462,9 200
Pitot - static test 730 22. 111 24 22. 111 26 145
EASA SIB 2011-15, US 14 CFR §91.413 Kontrola odpovidace, VOR - Transponder, VOR check
CMM 5-0171 Kontrola kapacity baterie (instalovana: 04/23) 730 16.V 25 16.V 27 565
Zalet pro potfeby KLZ (flight test) 1095 24.1V 24 241V 27 543
RTR 060 §22-42 * Promazani loZiska spodni femenice Rev N a dale - Lubrication-lower sheeve bearing A181-4 800,0 1460 41747 7.V 24 49747 6.V 28 711,9 921
OM DOCO09078F Vyména baterie ELT - ELT battery replacement 2190 31.11121 30. 11127 518
dle AMP Vazeni vrtulniku a vypocet centraze 2190 13.1vV 22 11.1v 28 896
RTR 060 §22-30 Proplach a kontrola volnobézky - Clutch lubricant insp. and servicing 500,0 4112,3 4612,3 349,5
RTR 060 §22-13,§22-23 Vyména reduktorového oleje MR a TR - MRGB & TRGB oil change 500,0 4112,3 4612,3 349,5
88-26-01 R2 RHC SB-60A ** Kontrola spindlt - Spindle inspection pn: A158-1 500,0 4112,3 4612,3 349,5
RTR 060 §2.600 2200 hr Overhaul 2200,0 3662,0 4.1X18 5862,0 1599,2
RTR 060 §2.600 12 year inspection 4380 4.1X 18 1.1X 30 1769
Vyména hasiciho pfistroje RTA 400 4380 3.X22 30.1X 34 3259
Kontrola zpUsobilosti vakt nadrzi (Main S/N: A01607) 7300 18.1V 18 13.1V 38 4550
Kontrola zpUsobilosti vaki nadrzi (Aux S/N: A01547) 7300 18.1V 18 13.1v 38 4550
Prohlidka po prvnich 10 hod 10,0 3672,0 3672,0 SPL
Prohlidka po prvnich 25 hod 25,0 3687,0 3687,0 SPL
nové AD k provedeni do dalsi udrzby NA NA NA NA
nové SB k provedeni do dals$i udrzby NA NA NA NA




